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Abstract: In recent years active façades have acquired greater importance given their capacity to
improve the energy efficiency of buildings. One such type is the so-called Active Transparent Façade
(ATF). A 3D numerical model based on computational fluid dynamics (CFD) and the Finite Element
Method (FEM) has been generated to simulate the thermal performance of buildings equipped with
this type of façade. This model is introduced for general application and allows the design parameters
to be adapted for this system. The case study of Le Corbusier’s proposal for the City of Refuge in
Paris, the clearest example of previous use of an ATF is examined. In addition, a proposal is presented
for the energy improvement of Le Corbusier’s original solution. In order to do so, the conditions
for the supply of air into the ATF cavity and in the mechanical ventilation system are assessed to
guarantee comfort conditions.
Keywords: 3D numerical modelling; thermal computational fluid dynamics (CFD) simulation; active
transparent façade (ATF); double-skin façade (DSF); City of Refuge by Le Corbusier; mur neutralisant
1. Introduction
The use of active façades is one of the main lines of research for increasing energy efficiency in
buildings. Their design and operation are essential in ensuring a comfortable indoor climate under
different outdoor environmental conditions. The Active Transparent Façade (ATF) is an architecturally
relevant type of Double-Skin Façade (DSF) consisting of double glazing panes with a mechanically
ventilated air cavity between them.
The use of a DSF constitutes an improvement on Single-Skin Façades, as analysed by Gratia and
de Herde [1] in different climates. However, one of the factors to be controlled in these façades is
potential overheating in a building due to the increase in air temperature in the cavity resulting from
the high temperatures reached on the surface of the outer glass. This can in turn generate an increase
in cooling loads. There is also a need to control surface condensation, especially at night in humid
tropical climates, as it leads to the use of mechanical fans with the subsequent increase in electric
consumption [2].
The corrective measures to prevent overheating problems in DSFs has been studied by various
authors. Gratia and André [3] propose solutions using solar protection, assessing the efficient position
of shading devices, given that the location of the blinds, the colour of the blinds and the opening
of the double skin are the most important factors. Barbosa and Ip [4] analyse the use of DSFs in
buildings with natural ventilation by assessing the influence of the façade and building as well as the
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site parameters: the features of the cavity and the external layer of the façade, the configurations of
the building and the effects of outdoor environmental conditions. The efficiency of the ventilation in
the air cavity as dynamic insulation with respect to solar radiation was studied by Hazem et al. [5].
Based on thermal measurements, Larsen et al. [6] proposed corrective measures in Mediterranean
climates according to orientation and selecting the most suitable types of glazing and ventilation of
the interior cavity in order to reduce overheating. Gelesz and Reith [7] also analysed the behaviour of
these façades in central European buildings based on orientation. According to this study the need to
heat a fully glazed cell is minimal and by applying the ventilation and shading system to the cavity
the cooling loads can be reduced by 7% and 9–12% on average compared to a façade with double or
triple glazing, respectively.
Graf and Marino [8] propose energy conservation and reduction strategies that are suited to
comfort and thermo-acoustic performance. Presenting a different approach, Zuazua-Ros et al. [9]
apply animal biomorphic models as a system for building energy management, taking into account
morphology and modifying spaces for use.
Ibañez-Puy et al. [10] analysed the energy efficiency of a building with the addition of a Ventilated
Active Thermoelectric Envelope (VATE). The modular façade prototype features a Ventilated Active
Façade (VAF) as a passive design strategy for the optimised performance of the Opaque Ventilated
Façade (OVF), while the active technology used to improve sustainability is made up of renewable
energy devices with Thermoelectric Cooling and Heating Unit (TCHUs) which act as heat pumps.
Le Corbusier’s mur neutralisant [11–13] is the best-known antecedent of an ATF. His innovative
proposal, formulated a century earlier but never executed, included a ventilation system in its interior
air cavity and thermal control of initial airflow. In addition, in his design for the City of Refuge in
Paris [14–16], Le Corbusier combined the use of the mur neutralisant with a mechanical ventilation
system to control the indoor air quality in the dormitories - a system which he named respiration exacte,
using a biological simile [17].
Although some experiments predict the behaviour of a DSF using Computational Fluid Dynamics
(CFD) [18], to date very few studies analyse the joint effect of a DSF with a mechanical ventilation
system in controlling indoor air quality in buildings. Among these it is worth noting that by
Fallahi et al. [19], which develops a numerical model for predicting the thermal profiles of different DSF
configurations in order to calculate the cooling/heating loads resulting from an interior area adjoining
the façade. Pappas and Zhai [20] used an iterative model with CFD and a Building Energy Simulation
Program (BESP) to establish a series of correlations for airflow values for the cavity, stratification of air
temperature and interior convection coefficient. Based on these, they carried out an energy analysis of
a DSF with buoyancy-driven airflow adjacent to a habitable space at a constant temperature of 20 ◦C.
A wide range of simulation tools is currently used to assess the energy behaviour of DSFs,
including TRNSYS, EnergyPlus, BSim and BESP. Kim and Park [21,22] analysed whether simulation
tools are able to provide accurate descriptions of the transient heat and mass transfers occurring within
the complex 3D geometry of DSFs. They showed the differences occurring in thermal behaviour
and in airflow in the chamber between the measurements of experimental data and the EnergyPlus
simulation results. Errors are mainly caused by the degree of uncertainty of input parameters in the
simulation, simplifications during the modelling process, or the limitations of the simulation tool.
They propose the use of more advanced models with broader access to software, as EnergyPlus does
not allow certain parameters to be exported. New expressions are needed for the coefficients for heat
transfer through convection, based on air speed within the cavity.
There are interesting studies on the energy behaviour of ATFs in buildings in Mediterranean
climate based on CFD [23,24]. The prediction of heat transfer in CFD simulation continues to be
a complex task. Peng et al. [25] analysed error factors such as in turbulence models, software
used, influence of surrounding conditions, meshing, convergence criteria and simulation strategies.
In addition, differences are observed depending on whether the model is generated in 2D or 3D.
In most of the literature published, energy models are conditioned by room measurements and the
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complexity of their shape, by the model type (1D, 2D or 3D), as well as by the long computation times
due to numerical complexity, command of space, the passing of time and simulation periods [26]. As a
result of this, Fuliotto et al. [27] proposed a simple computer tool using uncoupling methods to obtain
simplified software to assess the operation of these façades using 2D models.
This study aims to develop a 3D mathematical model combining the simultaneous action of an
ATF and mechanical ventilation system of the room as a thermal conditioning system. The case study
used is a dormitory from the City of Refuge in Paris (1929–1933). In the building of the City of Refuge
Le Corbusier incorporated both his proposals for technological innovation—the mur neutralisant and
respiration exacte—as a way to adapt the new glazing architecture of the Modernist Movement to the
environmental conditions. Le Corbusier proposed the application of this type of active façade in all
environmental conditions. The building as a machine for habitation had to function from Dakar to
Moscow [28]. In addition to establishing the effectiveness of the system proposed by Le Corbusier,
an energy improvement of the system is proposed by modifying airflow supply temperature into the
ATF cavity and the mechanical ventilation system.
Previous work by the authors [29,30] proposed a 1D numerical model of the active façade designed
by Le Corbusier for the City of Refuge. In order to assess its thermal effect in the dormitory (case study)
this 1D model was coupled with a 2D model of the room using an implicit finite volume method for
individual resolution of the façade. This study constitutes significant progress over the previous one as
the mathematical model for the case study has been formulated in 3D. Nevertheless, the façade system
can be reduced to a 1D problem, almost without reducing the general application of the model. The 3D
model simulation for the room using CFD allows the thermal behaviour of the case study room to be
established, improving results over those of the previous research and also incorporating the effects
caused by the set of pillars placed indoors parallel to the active façade (Figure 1). This produces a truly
3D indoor distribution of the flow, conditioned by the vertical temperature gradient of the façade as
well as by the mechanical ventilation in the room, now executed with greater precision.
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2. A Coupled 3D CFD and ATF Model
This section presents a general model to solve the complete problem of ATFs, including the
resolution of the dynamics within the room. As mentioned above, the study of the influence of
the active façade systems in indoor temperatures [14] is challenging. This study is only possible
if the whole system, façade and interior space are simulated as a single physical problem. Thus,
the general framework includes a complete 3D formulation with interactions between the façade
and the interior space. However, there are some ways of simplifying the numerical calculations
without loss of generality. The aim is to work with a model that is accurate in calculations and not too
computationally expensive.
The problem can be split into two systems. The first involves the calculation of the air and
temperature dynamics inside the room adjacent to the ATF (Proom), while the second solves the thermal
problem within the façade (Pfaçade). The natural coupling between these two systems affecting the
thermal conditions must be defined.
Regarding the problem inside the room,
→
u is used to denote the 3d velocity field, while p is
the pressure and T the temperature. Following this, the model is a coupling of the Navier-Stokes
equations for incompressible fluids and a convection-diffusion equation for temperature. If considering
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= 0 on Γ3
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(1)
The first two equations in this problem solve the dynamics of the air in the room where µ is the
air dynamic viscosity and
→
g = (0, 0,−g) the gravity force. The last convection-diffusion equation
provides the temperature for the room where ca is the air specific heat, Vr the volume of the room,
κ the air thermal diffusion parameter, and
.
E a source term representing the total heat charge. Time is
denoted by t. The initial conditions are denoted by superscript 0 for velocity, pressure and temperature.
The boundary Γ1 represents the internal layer of the façade wall; Γ2 is the mechanical ventilation grille;
and the rest of the walls are denoted by Γ3. It is assumed that there is an inflow condition with inlet
velocity uin and inlet temperature Tin in the ventilation grille.
The interaction of the room with the ATF is taken into account in the boundary conditions of
the problem (Proom). It should be highlighted that the internal layer Γ1 is the common surface in both
systems. The influence of T, the temperature inside the room, in the evolution of the temperature of the
internal layer Til is already taken into account in its dynamic equation for each time t (see third equation
in the façade problem (Pfaçade) defined in (3)). However, the influence of the temperature of this wall
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This condition is applied for each time t where
→
n denotes the outer normal vector to the internal
layer Γ1 and Uil is the transmittance of the internal layer. Finally, a free boundary condition is
considered for the rest of the walls Γ3, as temperature evolves according to room temperature.
The model presented to solve this system was introduced by Ismael et al. [31]. The thermal
problem in the façade can be reduced to a 1D simplified model without loss of generality in the
framework. The behaviour of the active wall is assumed to be uniform longitudinally, the focus is
placed on a perpendicular section of the wall, maintaining the verticality and depth components
(see the Figure 2 and Equation (3)). Subsequently, the evolution in time of the temperatures coupled in
the active façade system (external wall, air cavity and inner wall) is resolved. The equations to solve
this system involve the calculation of the three temperatures of the external layer Tel , internal layer Til
and the temperature of the air inside the cavity, Ta (see [32] for details). Hereafter, properties referring
to the external layer are denoted by the subscript ‘el’, the air chamber by the subscript ‘a’, and the
internal layer by the subscript ‘il’. The system reads:
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with 𝑧 ∈ [0, 𝐿], 𝐿 being the height of the wall and 𝑇 the temperature inside the room (see notation 
in Table 1). Note that in cases where the external layer is opaque, the short wave transmission 
coefficient of the external layer 𝜏௘௟ in the last equation vanishes. Initial conditions for each 
temperature are denoted as before by superscript 0. The active system in the façade problem is 
included through the boundary conditions representing the flow supply into the cavity. The airflow 
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Ta Timp on z 0
∂Ta
∂z = 0 on z = H
Ta(t = 0) = T0a
Tel(t = 0) = T0el
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(3)
with z ∈ [0, L], L being the height of the wall and T the temperature inside the room (see notation in
Table 1). Note that in cases where the external layer is opaque, the short wave transmission coefficient
of the external layer τel in the last equation vanishes. Initial conditions for each temperature are
denoted as before by superscript 0. The active system in the façade problem is included through the
boundary conditions representing the flow supply into the cavity. The airflow temperature Timp at the
base of the cavity (z = 0) and a free boundary condition at the top (z = H) are imposed.
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Tout Outdoor temperature [K]
Subscripts
a Façade air cavity
el External layer of the façade
il Internal layer of the façade
It should be noted that since the volume is Vk = A·wk, for wk being the thickness of the layer
k (k = a, el, il), the only geometrical measurement involved in this system is the thickness of each layer.
The net radiant heat transfer per unit area Q˜k =
Qk
A is calculated as the difference between the rate of
radiant energy leaving the surface per unit area Jk and the rate of irradiation received per unit area Gk,
that is, Q˜k = Jk − Gk. See [30] for further details.
The problem (Proom) is solved using FreeFEM3D software [32], the current version for 3D
calculations with Finite Element Method of the original Freefem++ used in [30]. The numerical
approximation of (Proom) is carried out directly using the mixed P2 − P1 Finite Element method
in FreeFEM3D (3.61-1, Université Pierre et Marie Curie and Laboratoire Jacques-Louis Lions,




is the same as in [30], further details on the numerical
approximation can be found in this paper.
3. Application to the City of Refuge by Le Corbusier
This section focuses specifically on the application of the 3D model mentioned above to a
dormitory in Le Corbusier’s City of Refuge. Firstly, given that this problem has already been examined
in previous research [30,31], it is appropriate to highlight innovations and improvements resulting
from the use of the 3D model. Secondly, a description is provided for the specific boundary conditions
and parameters appearing in the model for the case study. In addition to these, ‘design parameters’,
specific data greatly affecting the comfort and energy efficiency of the system, are introduced here.
Finally, the numerical results obtained in this framework for two cases, the design parameters originally
proposed by Le Corbusier and a proposal for improving the energy efficiency of the combined system
are presented and discussed.
3.1. The Case Study
The case study is a shared dormitory of Le Corbusier’s City of Refuge (1929–1933) in Paris.
This is the first known building where an ATF, termed mur neutralisant by its author, was developed.
This system was devised to act in combination with mechanical ventilation in the room, known as
Energies 2018, 11, 2265 7 of 19
respiration exacte. In this case, the objective is to analyse the operation of the combined innovative
solution of ATF-mechanical ventilation (mur neutralisant-respiration exacte).
This problem was already considered in previous papers [30,31] and solved using a simplified 2D
model for a horizontal section of the room. The thermodynamics of the room (Proom) were calculated
avoiding the vertical component of the magnitudes. Even if this approximation yields satisfactory
results, the vertical component in the fluid dynamics of the air inside the room may play an important
role, as can be seen in the 3D profile of the air dynamics relevant in the meeting with walls and pillars.
It should also be noted that as ventilation of the active façade occurs in a vertical direction,
a temperature gradient is found along this glass wall, at least initially. Additionally, when applied to
the City of Refuge, a mechanical ventilation system inside the room is considered. This involves a
supplementary flow at a fixed height into the room which may strongly affect the vertical structure of
the temperature.
All these considerations are now taken into account in the 3D model proposed. The objectives are
therefore two-fold. The first of these, in terms of modelling and CFD, is the improvement of the results
through the addition of the following effects:
• Real 3D geometry by including obstacles inside the room, such as pillars, that may influence the
air circulation,
• 3D dynamic flow with vertical structure,
• Influence of the inflow conditioning inside the room in vertical behaviour,
• Influence of the vertical gradient of temperature in the ATF.
The second more analytical objective is to predict the thermal behaviour of the room under study,
helping to:
• Further explore the conclusions about the climate system of the City of Refuge devised by
Le Corbusier;
• Establish the relationship between the outdoor climate and the operating conditions of the
combined mur neutralisant-respiration exacte system, for typical extreme weather conditions in
Paris for both winter and summer, in search of an indoor comfort temperature;
• Establish the influence of occupation in order to meet the conditions for indoor comfort, for winter
and summer, searching for an energy-efficient solution.
3.2. Specific 3D Model
The room analysed is 37.2 m long and 10 m deep, with a height H = 3 m and it was furnished
with 67 beds. Six pillars at a distance of 1.32 m from the façade are lined up 4.75 m apart. It should be
noted that occupancy is taken into account through the definition of the occupancy load
.
E. The beds
are not considered in the generation of the mesh.
The south-facing ATF occupies the longest wall of the room. The system consists of two layers
of glass, 7 mm thick and 3 m high, and separated by a 10 cm air cavity. Figure 1 shows the plan of
the space under study and a picture of the computational mesh. A mesh with 20,739 tetrahedrons has
been established to present the numerical results of this paper. A turbulent model was not considered
for these simulations, given the range of the characteristic velocity norm corresponding to a laminar
regime. Figure 3 shows the room and velocity vector coloured and scaled in terms of the velocity
norm for the summer experiment presented in Section 3.3.3. The most unfavourable case studied is
found in the summer when the maximum velocity value of the inflow velocity is imposed (3.55 m/s).
It is observed that the characteristic velocity in the room is that of a laminar regime (the characteristic
Reynold number is lower than 3000). Nevertheless, the 3D CFD coupled code developed can be also
applied in turbulent regimes when needed.
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l ( room) is slightly more co plex and requires the selectio of additio al ara t .
iff re t aries of the 3 do ain are tagged in Figure 1.
ifi ll , i l til ti i ll i t t t ill i t ll
( 2 i i Figure 1). The condition of the ventilation grille affects both the velocity
and the t mpe atu e problems, k own as inlet conditio s and d noted by the ubscript ‘in’. Thus,
the design parameters for the problem (Proom) are the inlet t mperature Tin, th inlet velocity uin and
the location and size of the ventilation grille.
stated in the previous section, a free boundary condition is a sumed at the walls (including the
ceiling, floor and pillars). In the com on boundary with the glazed wall (Γ1) a ti e- t
iti is assu ed in terms of the transmittance Uil and the t mperature of the internal layer of the
façade system Til as described in Equation (2). This condition is calcul ted for each time int rval as a
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In the complete 3D model (1), the dynamic air viscosity is µ = 1.72× 10−5 kg/ms, the air thermal
diffusion κ = 1.9× 10−5 m2/s and the gravity force g = 9.81 m2/s. The initial data together with
the occupancy load
.
E are specified later in Section 3.3.1, and the design parameters are included in
Tables 3 and 4.
3.3. Numerical Results




is solved for two climate situations, winter and summer,
and for two representative days in each case, 29 and 30 December and 1 and 2 July respectively. For each
of these the values for weather and initial data must be introduced. The design parameters defined in
the previous section are also specified for each case. Furthermore, in Section 3.3.2 the simulation for
the original climatic hypothesis by Le Corbusier is developed, followed by a proposal in Section 3.3.3
for a new climatic framework in order to obtain better results in comfort and energy efficiency.
3.3.1. Specific Data
The climate data for outdoor drybulb temperature (Tout) and solar radiation (Io), as the sum of
normal direct solar radiation and horizontal diffuse solar radiation, are taken from DesignBuilder
software [33]. This tool allows climate data to be exported following the energy simulation.
DesignBuilder uses the EnergyPlus data base [34], weather data by location: Europe WMO Region
6—France—Paris Orly 071490 (IWEC). Real initial values cannot be used in the City of Refuge for
thermal magnitudes as the solution designed by Le Corbusier was never executed. Therefore, the initial
values used here were obtained through the simulation of an energy model using DesignBuilder
software. This model was generated in two areas: the case study room and the mur neutralisant.
The initial data for air temperature in the case study and cavity match the results of the operating
temperature of energy simulation at 0:00 on the first day of study. The initial temperature data for
glazing and walls were obtained from the radiant temperature values generated by DesignBuilder and
based on the calculations of EnergyPlus. These initial values are specified below (Table 3):















p0 (N/m2) 0 0
T0 (◦C) 7.14 27.58
Finally, the occupancy load
.
E appearing in the temperature equation of the room is calculated for
a ratio of 0.25 persons/m2 and an energy load of 46 W/person; resulting in
.
E = 3450 W, from 18:00 to
08:00 h am each day.





the airflow temperature to the ATF is fixed at 30 ◦C in winter and 15 ◦C
in summer. The other parameter to be chosen is the supply flow into the air cavity, set at 216 m3/h,
and the resulting mass flow is 0.7758 kg/sm2, see [30] for details.
For the room problem (Proom) the mechanical ventilation is propelled into the room through a
0.9 m long and 0.5 m high grille located 2.28 m from the floor above the entrance door to the room
(see Figure 1). The frontal velocity is fixed based on the ventilation flow, 300 m3/h in winter, resulting
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in uin = 1.02 m/s; and 1050 m3/h in summer, corresponding to uin = 3.55 m/s. Table 4 shows the
design data adopted by Le Corbusier in his proposed system.
Table 4. Design parameters for Case 1: Le Corbusier hypothesis.
Data Winter Summer
Timp (◦C) 30 15
η (kg /sm2) 0.7758 0.7758
Tin (◦C) 20 25
uin (m/s) 1.02 3.55
Specifically, the plotted temperature of the room T is calculated as the average of the temperature
obtained in the 29 probe points marked in Figure 4. Additionally, the average temperature for each
column is plotted (Figures 6a and 8a), where column 1 is closest to the ventilation grille (points 0–3 in
Figure 4) and for each row (Figures 6b and 8b), where row 1 is closest to the ATF (points 0, 4, 9, 14, 19,
24 in Figure 4).
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Figure 4. Probe points to measure the indoor temperature marked in red.
The results shown in Figures 5–9 reflect the data involved in the problems: outdoor temperature
Tout, airflow temperature Timp, inlet temperature Tin, radiation Io and the different solutions,
Til , Ta, Tel , T at a height of 1.5 m. It should be noted that two y-axes format has been used in
graphics plotting the radiation due to the different scales (Figures 5 and 7).
Figure 5 shows the winter temperatures. When the room is occupied (from 18:00 to 08:00 h),
the mean indoor temperatures in the room tend to be rather uniform, between 26 ◦C and 28 ◦C.
However, for the same time slot in summer (Figure 7) indoor temperature displays greater thermal
oscillation, 16 ◦C–25 ◦C. This indoor temperat re behaviour reflects the thermal oscillation of outdoor
temperat re Tout, which is greater in summer (maximum 28 ◦C nd minimum 15 ◦C) a d more uniform
in winter (maximum 1 ◦C and minimum −6 ◦C). However, the ind or t mperatures obtained are
outside the comfort range detailed in international organization for standardization (ISO) 7730 [35]:
20–24 ◦C in winter and 23–26 ◦C in summer, as well as being far from the values of the airflow
temperature for respiration exacte Tin considered by Le Corbusier: 20 ◦C in winter and 25 ◦C in summer.
In winter, with a constant airflow temperature of 30 ◦C in the air cavity of the mur neutralisant,
the indoor temperature is higher than the comfort temperature, resulting in an increase in energy usage
when the indoor temperature is higher than the comfort temperature, resulting in an energy increase
when the air within the cavity is overheated. Equally, in summer with a constant airflow temperature
in the cavity of 15 ◦C, indoor temperature is xcessively low, also resulting in an unnecess ry increase
in energy usage, in this case due to excessive cooling of the air in the cavity. As Figures 5 and 7 show,
the temperature in the façade air cavity greatly influences thermal behaviour within the room.
In terms of the results due to position in the room, defined by a point mesh with rows parallel
to the mur neutralisant and columns perpendicular to it (Figure 4), in the hours in which the room is
occupied in winter, the temperature results observed per row are very uniform, close to those of the
mean temperature of the room (Figure 6b), while the scattering of temperature values is greater by
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columns (Figure 6a), especially due to the limited reach of airflow. However, in summer the scattering
is similar for rows and columns (Figure 8a,b).
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Figure 8. Case 1: Le Corbusier hypothesis. Summer. Internal layer temperature Til and averaged room
temperature T together with calculated indoor temperatures at the probe points given in Figure 4.
(a) by columns; (b) by rows.
Although the combined effect proposed by Le Corbusier for the mur neutralisant and respiration
exacte acts as a counterbalance for the influence of exterior conditions, comfort conditions and a suitable
distribution of indoor temperatures could not be obtained efficiently.
Examining the temperature distrib tion in 3D images for winter and summer (Figure 9) and the
videos (original_ hyphotesis_w ter.avi, Video S1: Simulation of Case 1: Le Corbusier hypothesis in
winter, and original_hyphotesis_summer.avi, Video S2: Simulation of Case 1: Le Corbusier hypothesis
in summer, on li e) the following are observed:
• An incorrect airflow temperature into the cavity of the mur neutralisant, too high in winter and
low in summer;
• A very limited reach of the airflow temperature of mechanical ventilation, due to insufficient flow
both in winter (300 m3/h) and summer (1050 m3/h);
• The unsuitable position of the inlet grille for the mechanical ventilation system.
This, in combination with the shape of the room and column position, results in irregular
temperature distribution in the room.
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3.3.3. Case 2: An Efficient Energy Proposal
An appropriate configuration of the ATF-mechanical ventilation system is proposed in order to
ensure indoor comfort temperature with an energy efficient thermal conditioning system. Several
solutions were considered for this data: constant or variable inlet temperature, time in operation in
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relation to occupancy hours, different mass flows in the cavity and ventilation, different grille positions
and sizes, etc. The proposal with the best results is presented below.
Some proposals are common to winter and summer cases:
• The use of the same thermal air flow treatment in the air cavity of the mur neutralisant and
mechanical ventilation to ensure that the airflow temperature is the same in both cases.
• The mass flow in the cavity is the same as that proposed by Le Corbusier (Table 4).
• Modified position and size of ventilation grille in the room. As suggested by Liu et al. [36],
a suitable air supply location and size improve the indoor environment. In case 1 its location
in line with the pillars hinders the flow and the temperatures are not uniform along the room
(see Figure 9). Moving the grille to the centre of the same wall and doubling its surface are
proposed. In addition, airflow ventilation is modified to fit in a ventilation rate of 28.8 m3/h per
person, common in this type of venue, leading to a frontal velocity of 3.25 m/s.
• The activation time of the ventilation system. Given that the aim of this is to ensure comfort in
occupancy hours, mechanical ventilation is only activated one hour before occupancy, that is to
say, from 17:00 to 20:00 p.m. each day.
All these hypotheses lead to a more uniform and compact system, which is only dependent on the
appropriate airflow temperature for winter and summer. The specific airflow temperatures considered
in winter and summer are examined below and summarised in Table 5 in order to improve the energy
efficiency of the proposed system. In the summer case, the formula followed is that by Lyon considered
in [30], which estimates the airflow temperature in terms of outdoor temperature and a reference
temperature Tre f :
TLyon = Tre f − Tout5 (
◦C). (4)
In [30], Tre f = 21.6 ◦C was used as in the original formula by Lyon, considered mostly for winter
conditions. However, following different numerical simulations in the case analysed here, the decision
was made to increase this reference temperature by 4 ◦C in order to better adjust the thermal solution:
TLyon, modi f ied = 25.6− Tout5 (
◦C). (5)
In this particular case it was observed that in some hours the temperature resulting from this
formula is higher than the outdoor temperature. Therefore, a second option was proposed in search
of an efficient energy system, that of recording the outdoor temperature for these hours. The airflow
temperature is thus defined as the minimum of Tout and TLyon,modi f ied in each instance, as a free
cooling system.
Initially, the Lyon formula was also considered for defining the airflow temperature in winter.
However, on occasion, the result obtained was Timp > 20 ◦C, involving a supplementary energy
expense which was not necessary for achieving good indoor climate conditions. Subsequently,
a constant airflow temperature of 20 ◦C was chosen.
Table 5. Design parameters for Case 2: Energy-efficient proposal.
Data Winter
Summer
Without Free Cooling Free Cooling
Timp (◦C) 20 TLyon, modi f ied min
(
TLyon, modi f ied, Tout
)
η (kg/sm2) 0.7758 0.7758
Tin (◦C) 20 TLyon, modi f ied min
(
TLyon, modi f ied, Tout
)
uin (m/s) 3.25 3.25
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The results are shown in Figures 10–16, in the same format as in case 1. The vertical range scale in
figures was also maintained for ease of comparison.
Firstly, when observing the results for mean temperature in the room in winter (Figure 10), it is
seen that in the hours of occupancy of the room the mean temperature remains relatively uniform,
close to the comfort temperature: 20 ◦C–21 ◦C. The results dependent on the position of the probes
(Figure 11) show little scatter, about ± 1 ◦C.
When comparing the results for the mean temperatures for the room for both summer proposals,
with and without free cooling (Figures 12 and 14) and for the same hours, it is observed that considering
only the airflow temperature based on the modified formula from Lyon, the indoor temperature is
more uniform, with values of around 23 ◦C–26 ◦C, and therefore within the comfort range. However,
Figure 12 shows that there is a large number of hours, from 0:00 to 8:00 a.m., in which the outdoor
temperature is lower than the airflow according to Lyon’s formula. Consequently, if air is supplied in
exterior conditions Tout in these last 8 hours of the occupancy of the room, both in the mur neutralisant
and respiration exacte, demand is reduced, albeit with greater thermal oscillation in the room due to the
great reduction in outdoor temperature at night, resulting in a mean indoor temperature below 20 ◦C
from 4 a.m. to 8 a.m. approximately. As in the winter case, the interior temperature distribution is
more uniform, as can be seen in the results by rows and columns (Figure 13 without free cooling and
Figure 15 with free cooling).
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Figure 10. Case 2: Efficient energy p oposal. Winter. Data: calculated temperatures: Tel , Ta, Til , T at a
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against the left y-axis, and radiation Io against the right y-axis.
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Figure 11. Case 2: Efficient energy proposal. Winter. Internal layer temperature Til and averaged room
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(a) by columns; (b) by rows.
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In short, the modifications proposed as alternatives to Le Corbusier’s own proposals constitute a
substantial improvement, both in average indoor temperatures and in the temperature distribution
within the room. However, given the large room size a slight variation is maintained depending on
depth, as observed at the end of the room, on the opposite all to the grille, in 3D images (Figure 15)
and Supplementary Materials (efficient_energy_proposal_winter.avi, Video S3: Simulation of Case 2:
Efficient energy proposal in winter, and efficient_energy_proposal_summer.avi, Video S4: Simulation
of Case 2: Efficient energy proposal in summer, on line).
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4. Conclusions
The use of ATFs as building thermal envelopes needs to be complemented with mechanical
ventilation systems in order to guarantee comfort and hygiene conditions within the buildings during
hours of occupancy.
A 3D mathematical model was generated to simulate the behaviour of an ATF when combined
with a mechanical ventilation system and the thermal effects these produce indoors. The proposed
model uses FreeFEM3D for CFD-based thermal simulation. The model is for general application and
allows the design parameters to be adapted for these two systems which can be combined depending
on climate conditions, while taking into consideration the internal occupancy load.
This model was applied to the City of Refuge by Le Corbusier to assess indoor thermal
conditions reached in the dormitory (occupied by 67 people from 18:00 pm to 08:00 am), assuming
the façade had been executed following the design of Le Corbusier with an ATF (mur neutralisant),
combined with a mechanical ventilation system (respiration exacte). This application confirms the
validity of Le Corbusier’s proposal, concluding that the combined effect of these two thermal systems
counters the influence of outdoor conditions indoors. However, given that in his proposal the airflow
temperatures are constant in the cavity of the mur neutralisant, 30 ◦C in winter and 15 ◦C in summer,
and with respiration exacte, 20 ◦C in winter and 25 ◦C in summer, indoor temperatures are too high for
indoor comfort conditions, thus increasing energy consumption.
The 3D mathematical model proposed allows the improvement of the solution put forward by
Le Corbusier to obtain comfort conditions, increasing the energy efficiency of both systems combined
in summer and in winter, mainly through the control of the airflow temperature into the air cavity of
the ATF and the airflow supply into the room from the mechanical ventilation system.
Given the Parisian climate it is observed that on winter days with low outdoor temperatures,
heating the airflow in order to supply it at a constant temperature of only 20 ◦C, both into the active
cavity and into the room through the mechanical ventilation system, thermal comfort conditions are
obtained in the case study room, with very stable mean temperatures: around 20 ◦C, at 1.5 m height,
when occupied (afternoon and night).
Equally, on the hotter summer days indoor thermal comfort is also obtained, by slightly cooling the
airflow to supply it, both into the cavity and the room, at a temperature 4 ◦C higher than that proposed
by Lyon, around 20 ◦C, providing this value does not exceed outdoor temperature (free cooling
conditions). The indoor thermal comfort obtained, with mean temperatures that are less stable than in
winter, is around 19 ◦C–26 ◦C, at a height of 1.5 m, when occupied.
These conclusions can be applied to buildings with similar geometries, updating room dimensions,
outdoor climate conditions, airflow temperature and speed. The process of applying the code to other
geometries is a simple one as it simply requires a new computational mesh. The spacial variation of
solar radiation is a code function which can be applied broadly. This variation of solar radiation in
space and time can be taken into account in more precise simulations by coupling the CFD Freefem
code with a 2D version of the ATF model presented in this paper.
Supplementary Materials: The following are original_hyphotesis_winter.avi, Video S1: Simulation of Case 1:
Le Corbusier hypothesis in winter. original_hyphotesis_summer.avi, Video S2: Simulation of Case 1: Le Corbusier
hypothesis in summer. efficient_energy_proposal_winter.avi, Video S3: Simulation of Case 2: Efficient energy
proposal in winter. efficient_energy_proposal_summer.avi, Video S4: Simulation of Case 2: Efficient energy
proposal in summer.
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